
The compact class

HD 450 / HD 450 Injection

The thermal-disinfector

Made in Germany

HD 450 – 
the basic model, 
space-saving, safe, quick

HD 450 Injection – 
suitable for the preparation of up to eight 
straight and contra-angle handpieces

Type designation HD 450 HD 450 Injection

Item Number 105 000 105 001

Device dimensions (HxWxD) 45 x 55.5 x 50 cm 45 x 55.5 x 58 cm

Weight (empty) 18 kg 24 kg

Washing chamber volume        74 litres

Electrical connection 16 A; 220- 240 V; 2.4 KW

Max. sound power (cleaning) 58 dBA

Ambient temperature 15 - 35°C

Relative humidity                 30 - 60%

Max. installation altitude                         2000 m

Cold water / demineralised water 
connection

3/4”

Wastewater connection DN21

Water quality                   
ensure minimum drinking water quality in accordance with the Drinking Water Ordinance (TrinkW2001) and 
local regulations

Minimum fl ow pressure 150 kPA (1.5 bar)

Recommended fl ow pressure                250 kPa (2.5 bar)

Maximum water pressure               1000 kPa (10 bar)

Minimum rinsing pressure 140 mbar

Interfaces USB, network (RJ45)

Internal memory up to 3000 cycles

Enclosure specifi cation 
(in accordance with IEC 60529)         

IP20

CE marking                      0297

Conforming with the standards DIN EN ISO 15883-1/2; EN 61010-2-040

IC Medical GmbH
Schorndorfer Str. 67
73635 Rudersberg-Steinenberg
Germany

+49 (0)7181 70 60 - 0
info@icmedical.de
www.icmedical.de

External control 
element 

The easy and convenient operation of 
the HD 450 can be created through 
an external control element. Operation 
can thus take place at a ergonomically 
favourable location.

Safety in every situation

The operation of the HD 450 is via a multi-functional touch-
display. During the program sequence the device gives notice 
which program stage is passed through that moment. Tempe-
rature and remaining time is shown permanently. The device 
will also inform you that the program is completed.

The process parameters will be stored in the unit (up to 3000 
cylcles). If required the parameters can be readout via USB 
stick or local network. 

The HD 450 can be integrated via interface to your process 
documentation software (e.g. Comcotec or SegoSoft).

The all-in-one system for 
your thermal disinfector

Our cleaning tabs – Oxides ThermoTabs – 
are used in the thermal disinfectors. 
They consist of a perfect dose of cleaning 
agent, rinse aid and salt, which guaran-
tees a stable valid process. This makes 
costly dosing units unnecessary.
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No compromising on instrument preparation
Compact and space-saving size

Secure documentation of all process data

Documentation software free included

Simple handling by 1 Program-technology

Connection: Cold water, wastewater and 
220-240 V electrical power supply 

DIN EN 15883

Ideal for everyday use!

HD 450

Our basic model combines effi cient instrument preparation 
with up-to-date logging.

The absolute safety of the cleaning process is ensured by the 
automatic, tamper-proof recording of ALL cleaning and 
disinfecting data.

Its compact size fi ts any hygienic room. The fi lling volume is 
suitable for medical practices with up to 4 treatment rooms.

HD 450 Injection 

Our model with integrated internal fl ushing system allows the 
preparation of up to 8 straight and contra-angle handpieces. 

You will not need an additional adapter for your hand and angle 
pieces and are not bound to any particular manufacturer in the 
future. 

The system solution for perfect hygiene cycle

The Flexio system support for rotating instruments 
is made of robust steel to insert up to 70 rotating 
tools such as drill bits (1.1 to 3.5 mm shaft 
diameter). Following disinfection, the Flexio system 
carrier can be sterilized packaged in sterile foil.

System support of rugged stainless steel

Plug-in system with silicone inserts for different 
shank diameters

Hygiene circuit without touching the instruments 
possible

Simple, safe handling 

Loading example for dentists (Injection)

Qty. Component Item no.

1 × Flexio-basic basket 1 105 035
1 × Flexio-Injection bar 8 adaptor 105 045
1 × Flexio adapter for dental air scalers 105 023
1 × Flexio-Inlay basic basket 1 15x15 105 037
2 × Flexio-basket open 105 010
2 × Flexio instrument holder 105 011
1 × Flexio Impression tray carrier 105 080
1 × Flexio holder small part box MONO 105 032
1 × Flexio small part box fi ne-meshed 105 030

Loading example for gynaecology (Basic)

Qty. Component Item no.

1 × Flexio-basic basket 1 105 035
1 × Flexio-Inlay basic basket 1 15x15 105 037
1 × Flexio instrument holder 105 011
3 × Flexio universal holder for 8 specula 

or 21 forceps
105 034

Loading examples
We offer different accessories for dentists, gynaecologists and ENT physicians:
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